
Medical Healthcare Market SegmentMediTRON

Surgical Medical Cart Mobile X-RayBedside TerminalRadiology

Windows Base,  15.6" Medical Premium Windows Touch Panel PC

15.6”  Windows System

Intel Alder Lake Processor

Aluminum Die Casting Housing

Fanless & Front Panel IP65

Rich & Flexible I/ O Port Design

Magnetic I/ O Port Cover For Easy Maintaining (Optional)

IP65Fanless

WMP1567

WMP Series
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Display Type

Resolut ion

Bright ness

Touch Panel

Viewing Angle

Cont rast  Rat io

LCD Color

Video Format

Audio Format

Pict ure Format

15.6”  LVDS I/ F

1920 x 1080

300 nit s

10 Point s Proj ect ed Capacit ive Touch Panel

-89°  ~ 89°  (H) ;  -89°  ~ 89°  (V)

800:1

16.7M

MKV,  TS,  FLV,  AVI,  VOB,  MPG, DAT,  ASF,  RM,  MOV,  

3GP,  MP4,  WMV

MP2,  WMA, WAV,  AAC,  OGG, ASF

JPG,  BMP,  GIF

WMP1567

Display

Main System

Physical

CPU

GPU

Memory

St orage

OS Support

LAN Cont rol ler

Audio Cont rol ler

Communicat ion

Funct ion Support

IO Port s

Int el  Core i5 Processor:  i5-8365UE vPro

Int el  UHD Graphics

8GB DDR4

256GB SSD

Windows 10, Windows 11, Linux

Int el  I219LM (Phy):  On MB,  Support  Wake On LAN

Realt ek ALC888S-VD2

WLAN:  IEEE 802.11a/ b/ g/ n/ ac;  2.4GHz/ 5GHz 

(Int ernal Ant enna)

Bluet oot h 4.2

TPM

Int el vPro

4 x USB3.0

2 x COM (RS232)

1 x LAN

1 x HDMI

1 x DVI-D

1 x Mic-In

1 x Line-Out

Audio

Camera

Vent i lat ion

Color (Rear,  Middle,  Front )

Mount ing

Housing 

Power Input

Power Adapt er

St andard Accessory

Product  Dimension

Product  Weight

2 x 2W Speaker

1 x Microphone

Front :  2MP Camera

Fanless

Black,  Silver,  Black /  Whit e,  Silver,  Whit e

VESA Mount  100 x 100

Met al

DC 9-36V

DC 12V/ 5A,  60W

1 x Power Adapt er (19V/ 4,74A)

4 x Rubber St opper

394.3 x 256.2 x 54.4 mm (W x D x H)

TBA

Environment

Rugged Feat ure

Cert if icat ion

Operat ing Temperat ure

St orage Temperat ure

Relat ive humidit y

Front  IP65

FCC Class A,  CE Mark,  CB,  cTUVus,  EU RF

0° C ~ 40° C

-20° C ~ 60° C

10%~ 90% @40° C (non-condensing)
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